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PAVING NOTES: 1. MAIN PATHWAY PAVERS TO BE: MAIN PATHWAY PAVERS TO BE: TYPE:   MIDLAND BRICK PAVESTONE ORIGINAL  MIDLAND BRICK PAVESTONE ORIGINAL  STYLE:   ANTIQUE BLEND  ANTIQUE BLEND  UNIT DIMENSIONS:  320x114x60mm 320x114x60mm COVERAGE:  38.1 PAVERS PER sqm 38.1 PAVERS PER sqm PACK SIZE:  330 PAVERS (8.66 sqm) 330 PAVERS (8.66 sqm) 2. EDGING AND MID-BANDING PAVERS TO BE: EDGING AND MID-BANDING PAVERS TO BE: TYPE:   MIDLAND BRICK MASTERPAVE 60 GRANITE ARCTIC MIDLAND BRICK MASTERPAVE 60 GRANITE ARCTIC LAID  UPSIDE DOWN  UPSIDE DOWN  (ROUNDED EDGES FACING DOWN) STYLE:  ARCTIC  ARCTIC  UNIT DIMENSIONS:  200x200x60mm 200x200x60mm COVERAGE:  25 PAVERS PER sqm 25 PAVERS PER sqm PACK SIZE: 228 PAVERS (9.12 sqm) 228 PAVERS (9.12 sqm) 3. SIZING IS WITHIN DIMENSIONAL TOLERANCES SPECIFIED IN AS/NZS 4455. SIZING IS WITHIN DIMENSIONAL TOLERANCES SPECIFIED IN AS/NZS 4455. 4. COVERAGES GIVEN ARE INDICATIVE ONLY AND SUBJECT TO VARIANCE COVERAGES GIVEN ARE INDICATIVE ONLY AND SUBJECT TO VARIANCE DUE TO MANUFACTURING PROCESSES AND INSTALLATION TECHNIQUES. 5. CONTRACTOR TO PROVIDE EVIDENCE THAT COMPACTION HAS BEEN CONTRACTOR TO PROVIDE EVIDENCE THAT COMPACTION HAS BEEN CARRIED & TESTED OUT IN ACCORDANCE WITH REQUIREMENTS IN AS1289.
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TACTILE NOTES: 1. TACTILE INSTALLATION TO BE IN ACCORDANCE WITH AS1428.4.1:2009. TACTILE INSTALLATION TO BE IN ACCORDANCE WITH AS1428.4.1:2009. ENSURE COLOUR CONTRAST IS OBSERVED. 2. TACTILE INDICATORS IN PAVED FOOTPATHS TO BE: TACTILE INDICATORS IN PAVED FOOTPATHS TO BE: TYPE: NOVA PRODUCTS HERO PAVERS NOVA PRODUCTS HERO PAVERS STYLE: CHARCOAL OR WHITE NON-STANDARD SHOT CHARCOAL OR WHITE NON-STANDARD SHOT BLASTED FINISH UNIT DIMENSIONS: 300x300x60 (REF: TT0204AC HAZARD PAVER) 300x300x60 (REF: TT0204AC HAZARD PAVER) 400x400x60 (REF: TT0202AC HAZARD PAVER) 300x300x60 (REF: RR0204ACD DIRECTIONAL PAVER) 400x400x60 (REF: RR0202ACD DIRECTIONAL PAVER) 3. TACTILE INDICATORS IN CONCRETE FOOTPATHS TO BE: TACTILE INDICATORS IN CONCRETE FOOTPATHS TO BE: TYPE: NOVA PRODUCTS PVC NOVA PRODUCTS PVC STYLE: BLACK OR CREAM BLACK OR CREAM UNIT DIMENSIONS: 300x300 (REF: TT0042NG) 300x300 (REF: TT0042NG) 4. FIX EACH TACTILE INDICATOR INTO SUBSTRATE VIA TNMM425 MUSHROOM FIX EACH TACTILE INDICATOR INTO SUBSTRATE VIA TNMM425 MUSHROOM HEAD ZINC PLATED DRIVE SCREWS IN NYLON ANCHORS (4 OFF PER TACTILE INDICATOR) INSTALLED IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.
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